TOP OF
CASTING
ELEV.

STRUCTURE CL ‘

PAVEMENTN

ATTACH J-BOLT TO STRUCTURE FRAME AND
EMBED INTO PROPOSED CONCRETE

INSTALL WHIRLYGIG OR APPROVED EQUAL PER
MANUFACTURER RECOMMENDATION

2', 3", &4

ECCENTRIC CONES
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8" MIN.

12" MAX.

MIN. WALL

THICKNESS: 1/12 OF DIA. D=4

—_—mm— |

O. - T ]
24"
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L_1'-4" MAX. ‘

REBAR (TO BE INSTALLED EVERY 8")

|- L ATTACH BOLT TO CONCRETE STRUCTURE
’ ://AND EMBED INTO PROPOSED CONCRETE

TOP STEP TO BE 1'-6" BELOW TOP OF CASTING

PRECAST
CONCRETE
MANHOLE
SECTION

l«—— RUBBER O-RING
GASKET JOINTS
(TYP.)

— 4" MIN WALL
FOR PRECAST
SECTION

M.H. SECTION

| JOINTS POINTED
WITH MORTAR
(TYP.)

CONNECT PIPE TO STRUCTURE
USING KOR-N-SEAL BOOT OR
APPROVED EQUAL. INSTALL
PER MANUFACTURER'S
RECOMMENDATIONS

[T

MAX ADAPTOR COUPLING OR

/CONNECT TO EXISTING PIPE USING

APPROVED EQUAL. IF JOINING
CONCRETE PIPE, USE CRETEX
WRAP OR APPROVED EQUAL.

A

MORTAR &

\</7BEVEL =
Y

SUMP

Y

L _FOUNDATION SLAB

6" MIN. GRANULAR BACKFILL

8" CAST IN PLACE
L—le.. W/ #4 @ 12" E.W.

OR PRECAST BOTTOM
SECTION

4' DIAMETER PRECAST STORM MANHOLE

NO SCALE

MD 334100 002 4' Diameter Precast Storm Manhole 11/12/25

CASTING O.D., 36" DIA

MIN 14" CONCRETE
COLLAR FROM EDGE OF
WHIRLYGIG HEIGHT ADJUSTER

24" DIA WHIRLYGIG FORM

CONTRACTOR
TO OFFSET
FRAME AND
COVER TO
SECURE
CASTING INTO
CONCRETE
COLLAR AT
ALL
LOCATIONS

NOTES:

ALL STRUCTURES TO BACKFILLED WITH CLASS Il FILL OR 21AA LIMESTONE
COMPACTED TO 98% MAXIMUM DENSITY.

FRAME
1. NEENAH NF-16422310 HS-25 LOADING
2. EAST JORDAN COMPANY, EJCO HEAVY DUTY FRAME FOR 1040 COVER, MINIMUM HS20 LOADING

SOLID COVER
1. NEENAH, R-1642T474, NO VENT HOLES, ENVIRO NOTICE
2. EAST JORDAN COMPANY, EJCO 1040, TYPE A1, ENVIRO NOTICE

ADA COMPLIANT GRATE
1. NEENAH NF-23703010, TYPE "Q" GRATE, ENVIRO NOTICE
2. EAST JORDAN COMPANY, EJCO 1040, TYPE M3, ENVIRO NOTICE

GRATE, NON ADA COMPLIANT (NOT TO BE USED IN WALKWAYS, AND ONLY WHERE BEEHIVE NOT APPROPRIATE)
1. NEENAH, NF-23703005, TYPE "Q" GRATE, ENVIRO NOTICE
2. EAST JORDAN COMPANY, EJCO 1040, TYPE M2. ENVIRO NOTICE

BEEHIVE
1. NEENAH, NF25610011 BEEHIVE GRATE, ENVIRO NOTICE
2. EAST JORDAN COMPANY, EJCO 1040, TYPE 02, ENVIRO NOTICE

NOTE TO ENGINEER:
MIN (1) MAX (3) PRECAST CONC. ADJUSTMENT RING COURSES ARE AN ACCEPTABLE ALTERNATE

TO THE WHIRLYGIG IF RIM ADJUSTMENTS ARE ANTICIPATED IN THE FUTURE.
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TERMS & CONDITIONS FOR DOCUMENT USE

PROPERTY OF THE UNIVERSITY OF MICHIGAN
SUBJECT TO RESTRICTIONS

THESE PLANS ARE THE CONFIDENTIAL PROPERTY OF THE
UNIVERSITY OF MICHIGAN. THESE PLANS HAVE BEEN PROVIDED
TO YOU FOR THE LIMITED PURPOSE OF BIDDING AND/OR
PROVIDING CONSTRUCTION WORK AT THE UNIVERSITY OF
MICHIGAN. YOU ACKNOWLEDGE THAT THESE PLANS ARE THE
CONFIDENTIAL PROPERTY OF THE UNIVERSITY OF MICHIGAN.
YOU WILL KEEP THE PLANS CONFIDENTIAL AND WILL NOT
DISCUSS WITH OR PROVIDE THESE PLANS TO ANY THIRD
PARTY, OTHER THAN THOSE EMPLOYEES, SUBCONTRACTORS OR
CONSULTANTS WHO ARE ESSENTIAL TO COMPLETING YOUR BID
AND/OR WORK. UNLESS YOUR COMPANY IS SELECTED TO
PERFORM A PART OF THE WORK, YOU WILL DESTROY ALL
COPIES OF THE PLANS WITHIN 90 DAYS OF THE BID DUE DATE.

. J
4 )

U OF M DESIGN SUPERVISOR

APPROVED BY

DESIGNED BY REVIEWED BY )
r ® o o _ ® _______)
\MARK ISSUED FOR/REVISIONS DATE )
e )

4' DIAMETER

PRECAST

STORM

MANHOLE

University Of Michigan

Ann_Arbor, Ml
\. J

-
MJNIVERSITY OF MICHIGAN
ARCHITECTURE, ENGINEERING AND CONSTRUCTION

326 East Hoover, Mail Stop E

Ann Arbor, Ml 48109-1002

Phone: 734-764-3414

Fax: 734-936-3334

POOOXXXXX XXXXXXX

U OF M PROJECT NO. BLDG NO.
- J

4 )

SHEET TITLE

SHEET NO.

SHEET NO. OF _ SHEET FILE NO.

- J




